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de Connected Funk-Taster 1fach/2fach

Über dieses Produkt
Der Connected Funk-Taster 1fach/2fach (nachstehend 
Gerät genannt) dient der Steuerung einer Gruppe 
von Zigbee-Geräten innerhalb desselben Zigbee-
Netzwerks.
Das Gerät kann über die Wiser App konfiguriert oder 
mit anderen Wiser Zigbee-Geräten kombiniert werden.

!	 Inhalt des Pakets

A	 Connected Funk-Taster 1fach/2fach
B	 Schrauben: 2 × ST Z.3 × 20 mm mit Dübel
C	 Batterie
D	 Klebepads
E	 Silber-Klebefolie
F	 Installationsanweisungen
Hinweis: Abdeckrahmen, Wippe und Wanddose sind 
nicht im Lieferumfang enthalten. Sie müssen separat 
erworben werden.

“	 Einsetzen der Batterie

 WARNUNG
VERÄTZUNGSGEFAHR
Batterien außerhalb der Reichweite von Kindern 
aufbewahren. Bei Verschlucken sofort einen Arzt 
aufsuchen.
Bei Nichtbefolgung dieser Anweisungen besteht 
Verletzungs- bzw. Lebensgefahr.

HINWEIS
BESCHÄDIGUNG DES GERÄTES
Das Modul ist mit Haltekrallen auf der 
Befestigungsplatte fixiert. Das Modul erst nach oben 
schieben, dann abziehen.
Bei Missachtung dieser Anweisungen besteht 
Beschädigungsgefahr.

(1)	 Das Modul nach oben schieben, um es von der 
Befestigungsplatte zu entfernen.

(2)	 Das Modul um 180° drehen, um auf die 
Batterieabdeckung zuzugreifen.

(3)	 Die Batterieabdeckung mit dem Daumen 
heruntergedrückt halten.

(4)	 Mit dem anderen Daumen die Batterieabdeckung 
durch Schieben entfernen.

(5)	 Die Batterie mit dem Pluszeichen (+) nach außen 
einsetzen.

(6)	 Die Batterieabdeckung wieder anbringen.
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§	 Montieren der Befestigungsplatte

•	 Für die Montage auf einer Wanddose oder an einer 
Wand (Holz oder anderes Material) sind Montages-
chrauben zu verwenden.

•	 Der Mindestabstand zur Wand oder zu Kanten über 
und unter dem Gerät muss ca. 7 mm betragen.

•	 Bei der Montage des Geräts müssen die Pfeile auf 
der Befestigungsplatte nach oben zeigen.

•	 Für glatte Oberflächen die Klebepads verwenden.
•	 Für Glasoberflächen die Klebepads und die Sil-

ber-Klebefolie verwenden.
•	 Beim Anbringen der Silber-Klebefolie auf einer 

Glasoberfläche darauf achten, dass sich keine 
Bläschen oder Falten bilden.

Hinweis: Das Gerät nicht auf einer Metallfläche 
anbringen, da dies die Funkkommunikation und 
-leistung des Geräts beeinträchtigt.

  GEFAHR
GEFAHR VON ELEKTRISCHEM SCHLAG, 
EXPLOSION ODER LICHTBOGEN
Bei der Montage des Geräts auf einer Wanddose 
oder einer bestehenden Schalter-Steckdosen-
Kombination müssen die 230-V-Kabel immer 
isoliert werden, indem die Silber-Klebefolie auf der 
Befestigungsplatte angebracht wird.
Bei Missachtung dieser Anweisungen 
besteht schwerwiegende Verletzungs- und 
Lebensgefahr.

Die Befestigungsplatte je nach Anwendungsfall 
anbringen:
Montage mit Schrauben
(1)	 Die Silber-Klebefolie auf eine Größe von 55 × 55 

mm zuschneiden und dann auf die Rückseite der 
Befestigungsplatte kleben.

(2)	 Die Befestigungsplatte mit Schrauben an der 
Wanddose montieren.

Montage mit Klebepads
(1)	 Die Klebepads auf die Rückseite der 

Befestigungsplatte kleben.
(2)	 Die Befestigungsplatte auf eine saubere 

Oberfläche anbringen und dann einige Minuten 
lang warten, bis sie ordnungsgemäß auf dem Glas 
oder der glatten Oberfläche haftet.

Montage mit Silber-Klebefolie
(1)	 Die Klebepads an der Befestigungsplatte 

anbringen.
(2)	 Die Silber-Klebefolie auf die Oberfläche kleben 

und dabei Bläschen- oder Faltenbildung 
vermeiden.

(3)	 Die Befestigungsplatte auf der Silber-Klebefolie 
anbringen.

$	 Montieren des Geräts

(1)	 Die Wippe(n) am Modul anklemmen und dabei 
darauf achten, dass es einrastet.

(2)	 Das Modul von vorne in den Rahmen einsetzen 
und auf festen Sitz prüfen.

(3)	 Das Gerät auf die Befestigungsplatte montieren 
und auf festen Sitz prüfen.

%	 Vollständiges Handbuch zum Gerät online 
lesen

Scannen Sie den QR-Code, und wählen Sie Ihre 
Sprache aus, um vollständige Informationen über das 
Gerät zu erhalten, einschließlich Betrieb, Konfiguration 
und Verwendung des Produkts mit einem Wiser-
System.

Technische Daten

Batterie CR2032
Lebensdauer der Batterie Bis zu 5 Jahre (je nach Häu-

figkeit der Verwendung und 
Batteriequalität)

Schutzart IP20
Betriebsfrequenz 2405-2480 MHz
Max. übertragene Hochfre-
quenzleistung

<10 mW

Reichweite 100 m auf freier Fläche
Betriebstemperatur -5 °C bis 55 °C
Relative Feuchtigkeit 5 % bis 95 %
Kommunikationsprotokoll Zigbee 3.0

Markennamen

•	 Wiser™ ist eine Marke und Eigentum von Schneider 
Electric SE, Tochtergesellschaften und verbundenen 
Unternehmen.

•	 Zigbee® ist eine eingetragene Marke der Zigbee 
Alliance.

Andere Marken und eingetragene Marken sind 
Eigentum der jeweiligen Inhaber.

EU-Konformitätserklärung
Schneider Electric Industries erklärt hiermit, dass 
dieses Produkt die grundlegenden Anforderungen 
sowie anderen relevanten Bestimmungen der 
FUNKANLAGEN-RICHTLINIE 2014/53/EU erfüllt. Die 
Konformitätserklärung kann heruntergeladen werden 
unter: se.com/docs.

Schneider Electric GmbH c/o Merten
Gothaer Straße 29, 40880 Ratingen
www.merten.de
www.merten-austria.at

Kundenbetreuung: +49 2102 - 404 6000
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en Connected wireless switch 
1-gang/2-gang

About this product
The Connected wireless switch 1-gang/2-gang 
(hereinafter referred to as device) is used to control 
a group of Zigbee devices within the same Zigbee 
network.
The device can be configured through the Wiser app 
or can be paired with other Wiser Zigbee devices.

!	 Package content

A	 Connected wireless switch 1-gang/2-gang
B	 Screws: 2 × ST Z.3 × 20 mm with wall plug
C	 Battery
D	 Adhesive pads
E	 Adhesive silver foil
F	 Installation instructions
Note: The cover frame, rocker and wall box are not 
included in the package. They must be procured 
separately.

“	 Inserting the battery

 WARNING
VERÄTZUNGSGEFAHR
CHEMICAL BURN HAZARD
Keep batteries out of reach of children. If swallowed, 
seek immediate medical attention.
Failure to follow these instructions can result in 
serious injury or death.

NOTICE
EQUIPMENT DAMAGE
The module is locked on the fixing plate with 
retaining claws. Never pull the module before sliding 
it upwards.
Failure to follow these instructions can result 
equipment damage.

(1)	 Remove the module from the fixing plate by sliding 
it upwards.

(2)	 Rotate the module by 180° to access the battery 
cover.

(3)	 Press and hold the battery cover with your thumb.
(4)	 Slide the battery cover with another thumb to 

remove.
(5)	 Insert the battery with plus (+) symbol facing 

outward.
(6)	 Secure the battery cover.
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§	 Mounting the fixing plate

•	 For wall box, wood or wall use mounting screws.
•	 The minimum distance to walls/edges above and 

below the device must be approx. 7 mm.
•	 While mounting the device, the arrows on the fixing 

plate must point upwards.
•	 For smooth surface, use adhesive pads.
•	 For glass surface, use adhesive pads and adhesive 

silver foil.
•	 While pasting the adhesive silver foil on the glass 

surface make sure that it is free from bubbles and 
wrinkles.

Note: Do not install the device on a metal surface, as 
it affects the wireless communication and performance 
of the device.

  DANGER
HAZARD OF ELECTRIC SHOCK, EXPLOSION, 
OR ARC FLASH
While installing the device on a wall box or an 
existing switch outlet combination, always isolate 
the 230 VAC cables by applying an adhesive silver 
foil on the fixing plate.
Failure to follow these instructions will result in 
death or serious injury.

ount the fixing plate according to the situation:
Mounting using screws
(1)	 Cut the adhesive silver foil to a size of 55 × 55 mm 

and then paste it on the rear side of the fixing 
plate.

(2)	 Secure the fixing plate on the wall box using 
screws.

Mounting using adhesive pads
(1)	 Affix the adhesive pads on the rear side of the 

fixing plate.
(2)	 Mount the fixing plate on a clean surface and 

then leave it for some minutes to have a proper 
bonding on the glass or smooth surface.

Mounting using adhesive silver foil
(1)	 Affix adhesive pads to the fixing plate.
(2)	 Paste the adhesive silver foil on the surface, 

avoiding bubbles or folds in the foil.
(3)	 Mount the fixing plate on the adhesive silver foil.

$	 Mounting the device

(1)	 Clip the rocker / rockers on the module and ensure 
that it clicks into place.

(2)	 Insert the module into the frame from the front and 
ensure that both are secured.

(3)	 Mount the device on the fixing plate and make 
sure that it is firmly secured.

%	 Read full device guide online
Scan the QR code and choose your language 
for complete information about the device, including 
operation, configuration and using the product with a 
Wiser system.

Technical data

Battery CR2032
Battery life Up to 5 years (depending on 

frequency of use and quality 
of battery)

IP rating IP20
Operating frequency 2405-2480 MHz
Max. radio-frequency power 
transmitted

<10 mW

Range 100 m open space
Operating temperature -5 °C to 55 °C
Relative humidity 5% to 95%
Communication protocol Zigbee 3.0

Trademarks

•	 Wiser™ is a trademark and the property of 
Schneider Electric SE, its subsidiaries and affiliated 
companies.

•	 Zigbee® is a registered trademark of the Zigbee 
Alliance.

Other brands and registered trademarks are properties 
of their relevant owners.

EU Declaration of Conformity
Hereby, Schneider Electric Industries, declares 
that this product is in compliance with the essential 
requirements and other relevant provisions of RADIO 
EQUIPMENT DIRECTIVE 2014/53/EU. Declaration of 
conformity can be downloaded on: se.com/docs.

Schneider Electric GmbH c/o Merten
Gothaer Straße 29, 40880 Ratingen
www.merten.de
www.merten-austria.at

Kundenbetreuung: +49 2102 - 404 6000


